
Quick acting gate valve, article 511-RG

diameter G 3/8“ up to G 4“ 
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subject technical changes
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ambient     0° C....+50°C

medium  -10° C....+80°C

Quick acting gate valve with two-piece sealing wedge. Operation
with hand lever, locked in position OPEN and CLOSE. The wedge of
the gate valve is conical and 100% metal sealing.

Both sides with female thread acc. to DIN ISO 228-1

For neutral, gaseous and liquid media. Useage in general industrial
areas.                                 

Article 511-RG

description material
body red brass CC491K

internal parts brass CW617N

cover brass CW617N

order numberr

diameter
511-RG

CC491K

L 
(mm)

H
(mm)

LI
(mm)

SW
(mm)

C
(mm)

Ø
(mm)

pressure
rating
(bar)

weight
(kg)

G   3/8” 66.3022.1.62 44 40 11 24 80 15 10 0,370

G   1/2” 66.3022.1.63 46 40 13 27 80 15 10 0,370

G   3/4” 66.3022.1.65 48 48 14 35 100 20 10 0,550

G 1” 66.3022.1.67 57 55 16 41 100 25 10 0,730

G 1 1/4” 66.3022.1.68 61 62 17 51 120 32 10 1,000

G 1 1/2” 66.3022.1.69 67 68 19 57 136 37 10 1,400

G 2” 66.3022.1.71 77 81 20 69 165 47 10 2.500

G 2 1/2” 66.3022.1.72 86 108 20 87 205 58 10 3.500

G 3” 66.3022.1.73 90 121 21 99 205 72 10 4.300

G 4” 66.3022.1.75 104 148 24 125 255 92 10 7.430


