
Gate valve, Article 510-VA
diameter DN 50 up to DN 300   
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Flange gate valve, design according to DIN 3352, valve with flexible
wedge construction. External, rising stem made of stainless steel with
adjustable gland packing (optionally with TA-Luft). Wedge guide in
the body, metal sealing. Tightness class A acc. to EN 12266-1. Flanges
are measured and drilles acc. to EN 1092-1, form B1.
pressure range PN 10 / PN 16 = Face-to-face length acc. to EN 558,                     

row 14 (DIN 3202-F4)

For general industrial applications, especially for slightly aggressive
media, as well as steam areas. Operation with hand wheel.

Design compliant to pressure equipment directive (DGRL97/23/EG),
new 2014/68/eu.

Versions of operation:

ambient  -25° C ... +  80° C

medium  -60° C ... +300° C

description                           material
body stainless steel 1.4408

wedge stainless steel 1.4408

bonnet stainless steel 1.4408

stem stainless steel 1.4401

sealing surface body stainless steel 1.4408

sealing surface wedge stainless steel 1.4408

sealing graphite / metal

packing graphite

hand wheel ductile cast iron GGG 40 EN-JS 1030

- with gear

- with sprocket

- with electric actuator

order number

diameter
510-VA

stainless steel

L 
(mm)

H
(mm)

H1
(mm)

P
(mm)

d
(mm)

d1
(mm)

C
(mm)

E
(mm)

Sp Ø Nm U / Hub
pressure

rating
PN

weight
(kg)

DN 50 51.3063.6.21 150 325 390 165 102 125 160 18 18x4 50 16,5 10 / 16 16,0

DN 65 51.3063.6.24 170 375 455 185 122 145 200 18 20x4 60 20,0 10 / 16 20,0

DN 80 51.3063.6.25 180 420 520 200 138 160 200 20 22x5 80 20,5 10 / 16 28,0

DN 100 51.3063.6.27 190 470 580 220 158 180 200 20 22x5 100 23,0 10 / 16 33,0

DN 125 51.3063.6.28 200 535 680 250 188 210 250 22 26x5 120 28,5 10 / 16 47,5

DN 150 51.3063.6.29 210 600 760 285 212 240 315 22 28x5 140 34,5 10 / 16 63,5

DN 200 51.3063.6.31 230 710 930 340 268 295 315 24 28x5 160 44,5 10 91,0

DN 250 51.3063.6.33 250 850 1130 395 320 350 400 26 32x6 180 45,5 10 131,5

DN 300 51.3063.6.34 270 990 1320 445 370 400 500 26 36x6 200 52,5 10 176,0


