
Gate valve, Article 508-RG/S

diameter G 3/8“ up to G 4“ 
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Gate valve, heavy design, for working pressure up to 20,0 bar.
With screwed top and non-rising stem. One-piece sealing
wedge conical, 100 % metal sealing. Stem sealing is adjustable
by stem nut. Full passage in opening position.

Both sides with female threads acc. to DIN ISO 228-1

For neutral, gaseous and liquid media. Saturated and wet
steam, mineral-containing oils and fats, as well as petrol.                                

Article 508-RG/S

Pos. description material
1 body red brass (G-Cu-Sn 5 Zn Pb)

2 bonnet red brass (G-Cu-Sn 5 Zn Pb)

3 stem brass (Cu Zn 39 Pb 2)

4 sealing wedge red brass (G-Cu-Sn 5 Zn Pb)

5 gland ring brass CW 603N

6 packing graphite

7 hand wheel zinc die casting, yellow

Order number

diameter
508-RG/S

red brass CC491K

L 
(mm)

H
(mm)

C
(mm)

pressure

rating

(bar)

weight
(kg)

G   3/8” 66.3016.1.62 42 70 45 20 0,24

G   1/2” 66.3016.1.63 46 78 45 20 0,29

G   3/4” 66.3016.1.65 50 88 50 20 0,40

G 1” 66.3016.1.67 56 104 57 20 0,58

G 1 1/4” 66.3016.1.68 60 114 65 20 0,77

G 1 1/2” 66.3016.1.69 66 132 75 20 1,09

G 2” 66.3016.1.71 74 154 84 20 1,70

G 2 1/2” 66.3016.1.72 95 199 105 20 3,19

G 3” 66.3016.1.73 100 220 115 20 4,28

ambient     -15° C ... + 80° C

medium     -20° C ... +160° C
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